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OVAL 

Categories 

A. Desk Oval 

 

A. Desk OVAL 

A.1. Types of Desks 

Α.1.1. Desks with surface from melamine faced chipboard and coated steel frame. 

 

 

Α.2. Desks technical specifications 

Α.2.1. All desks bear a support frame of coated steel profile of rectangular form, with dimensions 

40X20Χ2 mm. 

 

Α.2.2. The vertical supports are from coated steel profile of oval form, with dimensions 50X30X2 mm 

 

A.2.3. The connection junctions between the vertical and horizontal elements of the frame are made 

form die casted aluminium with dimensions 20X40X2 mm and are connected in a non visible 

manner.  

 

Α.2.4. The working surfaces are 18mm thick, and are from 3 layered E1 chipboard faced on both sides 

with melamine and have edge film of 2mm thickness.  

 

 

Α.2.5. All types of desks have regulators for balancing from 0-25 mm. 

  

Α.2.6. All office desk versions can carry modesty panels made of 18 mm thick melamine coated 

chipboard, as well as cable management channels and cable outlet grommets. 

 

 

A.2.7. Dimensions, shapes and surface colors according to Dromeas price catalogue 
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Packaging of 1 pc Desk OVAL 1600 x 800 mm, 

Weight: 35,0 kg 

Volume: 0.19 m3 

Packets: 2 

 

 

PRODUCT CERTIFICATES: 

ΕΝ 15372:2016; EN 1730:2013; AK5.3 18-05 AfPS GS 2014:01 PAK 

 

 

 


